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IRON RODS  

 

All iron rods are cut exactly to the length you specify.  The following rod styles and sizes are available. 

Rod sections are shown actual size.  See back of catalog for a full selection of our available finishes. 
 

½" Round  (bracket required every 60") 
Finish: Gilt 

 

 

½" Twist  (bracket required every 60") 
Finish: Heirloom

 
 

½" Square  (bracket required every 60") 
Finish: Havannah 

 

 

½" Square Hammered  (bracket required every 60") 
Finish: Natural Iron

 
 

¾" Round  (bracket required every 72") 
Finish: Sepia

 
 

¾" Round  Hammered (bracket required every 72") 
Finish: Aged Iron

 

1" Round  (bracket required every 108") 
Finish: Versailles 

 

 
 

¾" Twist  (bracket required every 72") 

(Use 1½" I.D. rings or larger. 1" I.D. rings will not work.) 
Finish: Burnished Bronze

 

1" Square  (bracket required every 108") 
Finish: Brushed Nickel 

 

 
 

1" Square Hammered  (bracket required every 108") 
(This rod is difficult to traverse.  2" rings are recommended.) 

Finish: Bronze 

 

*1-5/8" Round (bracket required every 120") *Available with ONAVERSEÊ cord traverse system. 
Finish: Black 
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ON AVERSE Ê 1-5/8" IRON TRAVERSE ROD  

 
Our new ONAVERSEÊ cord traverse system is now available for our 1-5/8" diameter iron rods.  Our exclusive design 

features an internal mechanism that is not visible from below.  A frictionless surface along the top of the rod ensures smooth 

and quiet operation.  ONAVERSEÊ 1-5/8" diameter iron rods utilize our 2"  I.D. rings with eyelets and all of our other 

standard 1-5/8"  components (finials, brackets etc...).  Continuous curving is available for  bay and bowed window applications.  

ONAVERSEÊ 1-5/8" diameter iron rods are heavy duty, and feature all steel ball bearing pulleys for maximum durability 

and superior function.  Optional motorization kit is available. 
 

 

Easy to order, 
1. Specify overall rod length (not including finials).  Brackets should be installed a minimum of 3" in from the rod ends.  Please 

allow extra rod length to accommodate this.  Professional installation into studs or wood backing is recommended. 

2. Indicate if rod will be two way draw, one way stack left, or one way stack right. 

3. Specify the cord location either right or left, and the length of cord drop you require. 

4. Order brackets, finials and 2" I.D. rings as required.  Reversible master carriers include two 2" I.D. rings per carrier. 
 

Note:  Maximum span between brackets is 120".  Maximum rod length (one piece) is 240".  Maximum recommended panel weight is 6 

pounds per foot.  We do not recommend splicing.  A steel tension pulley is standard.  Motorization is optional.  Heavy duty brackets 

(see page 28) are recommended for panel lengths over 108", spans over 96", projections over 3-1/2", and for double rod sets. 
 

 

Finial: Ball /  Finish: Versailles 

 

  
                              (Bottom View) 

 

Patent Pending 

Continuously Curved 

 

Continuously Curved Bay 

 
 

ONAVERSEÊ Motorization Kit *  
Add the convenience of motorization to our new ONAVERSEÊ traversing rod system.  Motorization kit includes everything you 

need:  motor, timer and remote control.  Simply plugs into nearest wall outlet.  Low voltage (12 volt) motor drives the cord to traverse 

draperies.  Timer can be programmed to open and close draperies on a schedule.  Hand held remote control can operate up to four rods 

independently.  Radio frequency ensures positive operation.  *Not warranted for use with rods other than ONAVERSEÊ. 

Motor  

 

Timer  

 

Remote 

 

ONAVERSEÊ is trademark of Ona Drapery Hardware Co., Inc.  Patent Pending.  All rights reserved.   Proudly made in the U.S.A. 
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 SPECIALTY IRON RODS  

 
 

 

Splice 

We can ship rods up to 118" in one piece with standard shipping service.  For rods longer than 118" we recommend splicing.  If you 

require a one piece rod longer than 118" please call for a freight quote. 
 

Specify overall rod length and indicate location of splice if other than center.  A bracket must be used at each splice point for support. 

 
 

 

 

Miter Cut with Adjusta ble Joint 
 

The best solution for 1" or 1-5/8" bay and corner rods.  Adjustable joint is available with 1" and 1-5/8" rods only.  Rod ends will be 

miter cut to the angle you specify.  Adjustable joint is hinged to allow adjustment to match mitered angles and slides inside the rod.  

Set screws on backside of rod tighten to join rod together as one piece.  Specify wall angles and backwall measurements.  We will 

make the necessary deductions.  Adjustable brackets are recommended.  Four brackets are usually sufficient for most three-sided bay 

windows. 

 
 

Miter Cut & Weld  

Recommended for ½" or ¾" rods. 

Specify wall angles and backwall measurements. 

Adjustable brackets recommended. 

Freight shipment may be required. 

 

 

 

Miter Cut Only  

Recommended when butting ½" or ¾" rods together.  

Please specify wall angles and backwall measurements. 

Adjustable brackets recommended. 

 

 
 

 

Return 

For 1" round rods only.  Splices into rod end.  Adds 5" of length 

per side to overall rod length.  Adjustable brackets recommended.  

Specify 3½" or 6" projection. 

 

Finish: Black 

 
Assembly Shown 

 
 

 

Return with Deco Base 

For 1" round rods only.  Splices into rod end.  Base is welded to 

end of return.  Adds 5¼" of length per side to overall rod length.  

Adjustable center bracket is recommended for spans over 96".  

Specify 3½" or 6" projection. 
 

Finish: Brushed Nickel 

 
 

Assembly Shown 

 


