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WROUGHT IRON RODS

All Wrought Iron rods are cut exactly to the length you specify. The following rod styles and sizes are available.
Note: There is a five foot minimum charge on all rods.

Rod sections are shown actual size.

%" Round (bracket required every 60") " Twist (bracket required every 60")

A

1" Round (bracket required every 108") %" Twist (bracket required every 72")
(Use 17" i.d.rings or larger. 1" i.d. rings will not work.)

1" Square (bracket required every 108") 1" Square Hammered (bracket required every 108")
(This rod is difficult to traverse. 2" rings are recommended.)




WROUGHT IRON RODS

AN

Miter Cut with Adjustable Joint
The best solution for 1" or 1 5/8" bay and corner rods.
Adjustable joint available with 1" and 1 5/8" rods only.

Provides the cleanest look.

Rod ends will be miter cut to the angle you specify.

Set screws on backside of rod tighten to join rod together as one piece.

Specify wall angles and backwall measurements. We will make the necessary deductions.
Adjustable brackets are recommended.

Splice

We can ship rods up to 118" in

one piece with standard shipping

service. For rods longer than

118" we recommend splicing. If

you require a one piece rod

longer than 118" please call for

a freight quote.

e  Specify overall rod length
and indicate location of
splice if other than center.

e A bracket must be used at
each splice point for
support.

Miter Cut Only
e Recommended when butting
1" or %" rods together.
e  Please specify wall angles
and backwall measurements.
e Adjustable brackets
recommended.

Miter Cut & Weld Heat and Bend
Recommended for }2" or %" Available for %" or %" rods.
rods. e Forms a smooth curve for
Specify wall angles and returns and bay angles.
backwall measurements. e  Specify wall angles and
Adjustable brackets backwall measurements.
recommended. e  Adjustable brackets
Freight shipment may be recommended.
required. e  Freight shipment may be

required.

Continuously Curved Rods

For Bow or Arched windows.
Available for all rod styles.

Please fax request for quote.

Template is required.

Rings or tabs can be welded to rod.
Adjustable brackets are recommended.
Freight shipment may be required.




